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LED LIGHTING
LINES COLLECTION



GENTECH 
LIGHTING
Leaders in architectural  
lighting solutions

Our sights are set on supplying the best products 
for Commercial & Residential use. At Gentech, we 
specialize in providing quality lighting products to 
the commercial and domestic building industries. 
Our products are used extensively by electrical 
wholesalers, lighting retailers, architects, lighting 
specifiers, builders, developers and electricians. 
Our range is intended for the discerning buyer and 
is sourced from local and international lighting 
manufacturers, meeting the latest in Australian safety 
and electrical standards. Due to our relentless and 
diligent product sourcing, coupled with our strict 
evaluation criteria, we are able to provide aesthetically 
pleasing, long-life and affordable lighting solutions.

www.gentechlighting.com.au
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The new linear track lights offer our customers 
continuous seamless lighting with an option to 
install track lights to hi-light areas as required, 
with various lens options available to suit various 
pro-jects requirements. 

The Lines Collection is an energy-efficient, low 
maintenance and easy to install alternative to 
aluminium extrusions saving customers on the 
cost of installation in both labour and materials 
whilst also giving our customers the versatility to 
change their lighting quickly & easily and without 
having to engage an electrician.

LINES COLLECTION
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THE LINES 
COLLECTION  
PROFILE
Fill your space with light,  
art & technology

Customers can flexibly choose the lighting type according 
to the needs of the scene so that the entire lighting system 
is more complete and advanced. 

Application places: Cafes, Commercial spaces, Gallery’s, 
Hotels, Indoor Living Spaces, Museums, Offices, Restaurants, 
Showrooms etc and we welcome a collaboration on your 
next architectural project.

The Gentech Lines LED Track Linear Light features 
a 3, 4 (DALI) or 6 (EMERGENCY) wire track rail 
compatibility. 

There are customizable lighting effects due to various 
beam angles available, making it the ideal LED linear 
light fixture solution for various office & retail spaces. 

www.gentechlighting.com.au
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A.	 Track Rail 
B. 	 Phase Selector
C.	 Power Selector
D.	 LED Driver
E.	 DALI Adaptor
F.	 Wires Box
	G.	 Fixing Lock
H.	 Luminaire 
I. 	 Track Spotlight Module
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Our integrated 3CCT (Colour Selectable) LED 
Linear Track lights allow for complete flexibility 
when choosing colour temperature (3K,4K 5K), 
profile colour and with some models the power 
can also be selected, to perfectly suit the decor, 
space and ambience required. Discover just 
how easy it is to create and transform ordinary 
interiors into spaces of beauty and lighting 
inspiration. 

Our Lines Collection has the perfect light 
distribution & design to give our customers a 
combination of atmospheric and functional 
lighting, with a versatile design to meet the 
individual needs for each and every project.

FEATURES 
& OPTIONS
Spoilt for choice

www.gentechlighting.com.au



• Connectable. Fully Customisable
• High Power SMD LED
• CRI90 
• �Constant Current Power  

Switchable LED Driver
• Direct and Double Sided Lighting 
• �Dali 2 Dimmable Option  

  (Available on request)
• Multiple installation accessories
Phase pre-selection via adaptor, track linear can 
be adjusted by moving right or left.
•  Can install in existing track rail.
• 4-wires version: Maximum current of 10A, 
allowing 60pcs of 1500mm 35W in one con- 
secutive row (220VAC power supply).
• 3-wires version: Maximum current of 10A, 
allowing 30pcs of 1500mm 35W in one 
consecutive row (110VAC power supply).
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White Black

HOUSING COLOURS

• 3CCT colour changeable

Warm White
3000K

Cool White
4000K

Daylight
5000K

COLOUR TEMPERATURES
FEATURES

• �The Lines Collection is power 
adjustable with the ability to select 
the wattage and lumen output. 

   Please refer to the table on Page 14-15.

LUMENS:
160lm p/w 

WATTAGE:
28W  50W

WATTAGE & LUMENS



www.gentechlighting.com.au

Connector matches different famous rail brands 
and standards used worldwide.
• Compared to trunking linear fixtures, the 
luminaire of the line does not need to match the 
length neither the position of rail unit, in fact it 
can move flexibly sliding through the rail.
• Luminaire with movable driver to avoid rail 
joints.
• Line and traditional track spotlights can be 
combined.
• 160lm/W for greater energy saving.
• Flexible wide range of selectable powers in a 
single LED driver.

TRACK LIGHT VARIATIONS

European Standard - 4 wires/ 3 phases

L1 as a phase

L2 as a phase

L3 as a phase

Neutral Conductor

Convenient phase selection 
adaptor

European Standard with DALI function  - 6 wires/ 3 phases + DALI 

L1 as a phase

L2 as a phase

L3 as a phase

Neutral Conductor

Negative of DALI input

Positive of DALI input

PE

Neutral Conductor

Live

American Standard - 3 wires/ 1 phase
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TWIN  ROTATION

TILTING OPTIONS
Double or spotlight options

CENTRAL LINEAR LIGHT WITH TWIN TILT

Optic angle:30° x 90°

Tilting:0°

Optic angle:30° x 90°

Tilting:30°

Optic angle:30° x 90°

Tilting:0°

Optic angle:30° x 30°

Tilting:0°

Optic angle:30° x 30°

Tilting:30°

Optic angle:30° x 90°

Tilting:30°



We understand that mounting and beam options need to be thoroughly considered in order to achieve 
the best possible lighting solution for your project. That is why we stock and supply various options 
including both direct & indirect, narrow & wide - each to suit your unique application.

BEAM OPTIONS
Luminaire Beam options

3,200-9,000 lm
Installation height:

3-4m

DS
doubl

3,200-9,000 lm
Installation height:

6-16m

SP-30°
narrow

3,200-9,000 lm
Installation height:

3-5m

WD-90°
wide

2,900-8,250 lm
Installation height:

4-6m

FD-120°
Extremely wide

l

3,200-9,000 lm
Installation height:

6-16m

NR-60°
narrow

e asymmetrica
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There are two module lengths to choose from in 
this range. 

Module /  1200mm     35W  40W

Module /  600mm     14W  16W  18W  20W  50W

MODULE LENGTHS

Track linear can be flexibly combined with track 
spotlights on the same track rail for general 
lighting & accent lighting.

FLEXIBLE SOLUTIONS

Convenient phase selection 
adaptor

Output Selectable Driver



CUSTOMISE YOUR EXTENSION
Luminaire Characteristics | 20W | 50W 

www.gentechlighting.com.au

20 W 50 W

Luminaicacy 160/180 LM/W 160/180 LM/W

Track type 3 Circuit 3 Circuit

Light colour Warm White/Cool White
/Daylight

Warm White/Cool White
/Daylight

Wattage 20W 50W

Lumen output 3200/3600 LM 8000/9000LM

IP rating IP20 IP20

CRI CRI90 CRI90

Beam angle WD 90°, DS, FF 120° WD 90°, DS, FF 120°

Diameter 60mm 60mm

Width 600mm 1493mm

Lifespan 50,000hrs 50,000hrs

Warranty 5 years 5 years

Dimmable Non-Dimmable* Non-Dimmable*

Mounting type Track Track

LED source Osram Osram

Lamp type LED LED

Input voltage 220/240V AC 50/60HZ 220/240V AC 50/60HZ

Weatherproof Indoor Use Only Indoor Use Only

Working temperature -25 - 40 degrees -25 - 40 degrees

Kelvin 3000K/4000K/5000K 4000K

*Dimming options available on request



*Please NOTE: Lumen output shown is based on 4000K profile. A 3000K profile will have on average a 5% lower output than the 4000K. A 5700K profile will have a similar or 
on average 2-3% higher output than the 4000K. Lumen is based on completed linear light (modules are in the profile and covered by diffuser). There may be a 10% tolerance 
of Power and Lumen due to the value of Osram LEDs changing while the current is changing. Lumens are indicative ONLY. Please request test reports for exact delivered lumen 
output. 

Scan the QR code with 
your phone, or click the 
button if viewing online, 

WATCH THE VIDEO

To see the Lines Collection 
in action and learn more 

about how adaptable and 
versatile it is, check out the 

links below to our online 
video.

Lines Collection

Electrical Characteristics

Output Selection Driver  | 50W
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50 W 50 W + DT6

Input Voltage 220 - 240V AC 220 - 240V AC

Input Current 0.35A max 0.33A max

Mains Frequency 50 - 60HZ 50 - 60HZ

Inrush Current 23A/120uS 25A/120uS

Wattage 50W 50W

Output Voltage 55 - 82V 30 - 36V

IP rating IP20 IP20

CRI Rating CRI90 CRI90

Surge (Between L - N) 2.5KV 2.5KV

Surge (Between L/N - PE) 2KV 2KV

Working Temperature -25 - 50 degrees -25 - 50 degrees

Lifespan 50,000hrs 50,000hrs

Warranty 5 years 5 years



GENTECH LIGHTING  |  6/97 Lewis Rd�, Wantirna South VIC 3152 
sales@gentechlighting.com.au  |  �www.gentechlighting.com.au

Speak to our friendly Sales Representatives and
PLACE YOUR ORDER TODAY  |  (03) 9561 5688

Over 30 years industry experience


